|WACKER | Inspection certificate EN 10204 - 3.1

Date of delivery Delivery note I
28.04.2021 27226567 l‘ 0 d 0 D rO g a

Requisition No. Date of requisition
61-80266/ 12.01.2021
Order No. Customer No.  Fax
8366267 / 000001 / 12.01.2021 437212 54 11 45682001
Wacker Chemie AG Werk Ninchritz Friedrich-von-Heyden-Platz | D-01612 Nchritz
Safer S.A.C.IF.
CUIT: 30-53742353-2
Bermudez 1620/26 i
ARGENTINA
NCM 2811.22.20.000F
Material 60004600 Batch YA48388 NET 2.880,000 kg [|Date of 01.03.2021 ||Bestusebefore  01,03.2023
manufacture end
Technical data Test method/Inspection condition Unit Measured value Lower limit Upper limit
Surface BET DIN 9277/66132 PV09001 m?/g 196 175 225
pH-value in suspense EN ISO 787/9 PV09005 (4% AQU. SUSP.) - 4,1 38 43
Sieve residue >40 pm EN ISO 787-18 PV09004 (P=500KPA) % 0,001 0,000 0,030
Typical general properties:
Tap density EN ISO 787/11 ca. 40 g/l
Loss on drying EN [SO 787/2 <1,5% (ex works)

Wacker Chemie AG, Nilnchritz, Germany
Business Division Silicones

Quality Control Upstream, Dr. M. Niemetz
e-Mail: BDS-BGH-CofAContact@wacker.com

This gaa_ta dlocs not absolve the ur;:hasg;rt(}rpm gl:cckjn tlhe_qHalily of a? supplies

immediately on receipt, particularly regarding the possible influences of transport

and intermediate storggc conditions over whi%h wg::ve no control, Page 1 of 1
All sales of this produet shall be subject to our General Conditions of Sale.

This certificate was issued by machine and is valid without a signature.




